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FTTH Fiber Optic Wall Outlets Terminal Box
Description

This box is used as a termination point for the feeder
cable to connect with drop cable in FTTx communication
network system.It intergtates fiber splicing, splitting,
distribution, storage and cable connection in one unit.
Meanwhile, it provides solid protection and management for
the FTTx network building.

Application
 Telecommunication subscriber loop
 Fiber to the home(FTTH)
 LAN/WAN

Features
 Total enclosed structure, be in nice shape
 Protects and manages cable effectively
 Secured with anti-theft locking mechanism
 Standard size, light weight
 Good properties of dust, and moisture proofing,IP65
 Clamping for feeder cable and drop cable, fiber splicing, fixation, storage, distribution...etc all in one
 Suitable for SC simplex adaptor and LC duplex adaptor
 Easy to operate
 Suitable for both outdoor and indoor use

Dimension: 130*84.3*24.1 (mm)

Model No.:TKS-1806-02F
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Parameter
Parameter FTTH Fiber Optic Wall Outlets Terminal Box
Model No. TKS-1806-02F

Outside Dimension (mm) 130*84.3*24.1mm
Material Plastic

Color White
Splice Method Fusion Splice (45mm sleeve)
Adapter count 2*SC 2*LC
Adaptor type Simplex Duplex

Output 2fiber 4fiber
Application 3.0x2.0mm drop cable or 2.0-6.0mm circular cable

Fiber diameter 125μm
Tight cladding diameter 250μm & 900μm

Insertion loss ≤0.3dB
Mode of application Single-mode

Tensile strength >50 N
End-use temperature -40～+85℃

Accessories
No. Type
1 Fiber splice protection sleeve

2 Expansion bolts for the outlet wall-mounted
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